
lifting power
with four 
cylinders

MBB C 750 S
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Applications shown in the leaflet do not always correspond to the standard specifications. Design and specification are subject to change without prior notice. Country specific regulations must be 
considered for the tail lift installation. Dimensions may vary. Subject to technical changes, errors and translation mistakes.

MBB c 750 s
the cAntileVer lift
MBB C 750 S

LOAD DIAGRAM WEIGHTS

DIMENSIONS

TECHNICAL DATA

•	 Specially	for	vans	up	to	7,5	t

•	 Lightweight

•	 4-cylinder-lifting	mechanism

•	 1-single	piece	under	run	bar	(optional)	+	bolted

•	 3-piece	+	tow	hitch	coupling

•	 Welded	or	bolted	mounting	plates

Platform type depth (mm) width(mm) weight (kg)    
Alum. 1450 2100 from	210	*	
*)	13	kg	additional	weight	for	3-piece	under	run	bar

MBB C 750 S
a (mm) Q (kg)

600 750
700 650
820 550
1120 400

MBB C 750 S 
Lifting	Capacity 500	/	750	kg
Main	beam 120	x	80	mm
Lifting	mechanism	hydraulics 2	x	lift	cylinders

2	x	tilt	cylinders
Platform	overlap	with	floor -	44	mm
Lift	arm	pitch 460	mm	/	1120	mm	/	1240	mm
Load	centre	-	longitudinal 600	mm
Load	centre	-	lateral 	50	%	of	the	full	load	on	one	side
Inclination	angle	of	the	platform +90°	to	-	10°

Lifting arm lengths (in mm) 550 680
H	(max.)	loading	height,	unloaded 990 1190
H	(min.)	loading	height,	loaded 700 880
F	(max.)	middle	of	main	beam	to	upper	edge	of	loading	floor 540 640
K	(min.)	at	dimension	F	(max.) 419 503
D	(min.)	installation	space 517 601
F	(min.)	 370 490
K	(max.)	at	dimension	F	(min.) 542 635
D	(max.)	installation	space	(max.) 640 733
G	(max.)	unloaded	(centre	of	main	beam	to	ground) 450 550
G	(min.)	loaded 330 390

Available for:
•	 Mercedes	Benz	„Sprinter“	3/4/5
•	 Ford	„Transit“
•	 Renault	„Master“	X62	FWD/RWD	
•	 Opel	Movano,	Nissan	NV400
•	 Iveco	„Daily“	(C-Profil)

•	 VW	„Crafter“	30/35/50
•	 Fiat	Ducato	/	Peugeot	Boxer	/	Citroen	Jumper
•	 Further	vehicle	types	on	request

Dimension K
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Dimension D

Die abgebildeten Hubladebühnen sind teilweise mit Wunschausrüstung ausgestattet und entsprechen nicht immer der Standardausführung.  
Bei der Hubladebühnenmontage sind länderspezifische Vorschriften zu beachten. Maßangaben unverbindlich. Technische Änderungen, Irrtümer und Übersetzungsfehler vorbehalten.


