
MBB F 1000 SH/SX
MBB F 1500 lH/lX

MBB F 1500 LH/LX

a (mm) Q (kg)

600 1,500

720 1,250

900 1,000

1,200 750

MBB F 1000 SH/SX

a (mm) Q (kg)

600 1,000

750 800

1,000 600

1500 400

load diagraM



MBB PalFiNgEr gmbH
Fockestraße 53, 27777 Ganderkesee, Germany, www.palfinger.com/mbb

For technical attachment data, see the MBB C 750 S, MBB C 1000 L and MBB C 1000 S product pages Some of the tail lifts pictured feature special customer-specific equipment. 
Country-specific regulations must be considered for the tail lift installation. Dimensions may vary. Subject to technical changes, errors and translation mistakes.

THE vErSaTilE Tail liFT
Fold-uNdEr Tail liFT

Aluminium/aluminium 
platform type
Platform width (mm) 2,300

Platform height (mm)

1,605 478  kg
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Dimension D

Type MBB F 1000 SH /SX / F 1500 LH/LX

Lifting capacity 1,000/1,500 kg

Main beam 180 x 180 mm

Lifting gear hydraulics 2 lifting cylinders / 2 tilting cylinders

Lifting arm pitch 1,310 mm

Load centre, longitudinal 600 mm

Load centre, across centre Central, 50% of rated load on one side

Inclination angle of the platform +10° to -10°

TEcHNical daTa

SH SH/SX LH/LX

Lifting arm lengths (mm) 800 900 1,000 900 1,000

H (max.) loading height, unloaded 1,420 1,546 1,550 1,546 1,550

H (min.) loading height, loaded 972 1,102 1,172 1,102 1,230
F (max.) middle of main beam to 
upper edge of loading floor 822 896 980 896 980

K (min.) at dimension F (max.) 694 763 815 806 860

D (min.) installation dimension, minimum 1,065 – 
850

1,215 – 
1,000

1,130 – 
1,070

1,245 – 
1,030

1,320 – 
1,080

F (min.) 607 737 794 737 794

K (max.) at dimension F (min.) 910 937 1,023 980 1,065
G (max.) unloaded (middle of 
main beam to ground) 598 650 570 650 570

G (min.) loaded 365 365 378 365 440

E (max.) vehicle frame width (max.) 1,120 1,120 1,120 1,120 1,120

E (min.) vehicle frame width (min.) 750 750 750 750 750

diMENSioNS


